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BOBBY JINDAL
GOVERNOR

HARrROLD LEGGETT, PH.D.
SECRETARY

State nf ?Luulstana

DEPARTMENT OF ENVIRONMENTAL QUALITY'
ENVIRONMENTAL SERVICES
0CT 14 2008
CERTIFIED MAIL NUMBER: 7008 1140 0002 5900 6476

AGENCY INTEREST NUMBER: 20125
PERMIT NUMBER: LLASS020125
TEMPO NUMBER: PER20080001

Lafayette Consolidated Government

Lafayette Consolidated Government Biosolids Program
P.O. Box 4017-C

Lafayette, Louisiana 70502

Attention: Mr. Craig Gautreaux, Wastewater Operations Manager

Subject: Draft Louisiana Sewage Sludge and Biosolids Use or Disposal permit for a
Publicly Owned Treatment Works (POTW) to prepare sewage sludge into a Class
B Biosolids and Land Apply the Class B Biosolids for Beneficial Use.

Dear Mr. Gautreaux:

The Department of Environmental Quality proposes to issue a Louisiana Sewage Sludge and
Biosolids Use or Disposal permit with the limitations, monitoring requirements, and special
conditions listed in the attached DRAFT PERMIT. The Department prepared the Draft Permit to
be in accordance with LAC 33:1X.7301.D.1.a.ii that requires the administrative authority to
reissue a Louisiana Sewage Sludge and Biosolids Use or Disposal Permit to replace the Standard
Solid Waste Beneficial Use Permit, P-0147-R1 that was issued to the Lafayette Consolidated
Government on October 6, 2005.

Please note that this is a DRAFT PERMIT only and as such does not grant any authorization to
prepare and land apply the Class B Biosolids. Authorization to operate in accordance with this

- permitting action will only be granted after all requirements described herein are satisfied and by
the subsequent issuance of a FINAL PERMIT.  Until such time, the Lafayette Consolidated
Government will continue to operate under the Standard Solid Waste Beneficial Use Permit. If a
determination is made to issue a Final Louisiana Sewage Sludge and Biosolids Use or Disposal
Permit, the Standard Solid Waste Beneficial Use Permit will be terminated.

This Office will publish a public notice one time in the local newspaper of general circulation,
and in the Departmcnt of Enwronmemal Quahty Public Notlce Malhng List. A copy of the

. be sent under separate cover at the time h 1 ice i i i

and is responsible for paying the invoice(s) from the newspaper(s).

www.deq.louisiana.gov
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Mr. Craig Gautreaux

+ Lafayette Consolidated Government Biosolids Program
Agency Interest Number: Al 21025
Page 2 of 2

The Sewage Sludge Use or Disposal regulations are located in Chapter 73 of LAC 33:1X. A
copy of Chapter 73 of LAC 33:IX may be accessed directly from the Internet at the Department’s
Biosolids Internet Site > http://www.deq.louisiana.gov/portal/tabid/2296/Default.aspx or can be
obtained from the DEQ Office of Environmental Assessment, Post Office Box 4314, Baton
Rouge, Louisiana 70821-4314, (225) 219-3236.

To ensure that all correspondence regarding this permit is properly filed into the Department’s
Electronic Document Management System, you must reference your Agency Interest Number,
Al121025, TEMPO ID# 20080001, and Louisiana Sewage Sludge and Biosolids Use or Disposal
Permit Number, LASS021025, on all future correspondence to the Department.

Should you have any questions concerning any part of the permit, please contact Mr. J. Kilren
Vidrnne, Office of Environmental Services, Water Permits Division, at the address on the

preceding page or telephone (225) 219-3012.

Sincerely,

Cheryl Sonnier Nolan
Assistant Secretary

jkv
Attachments
ec: cover letter, fact sheet and draft permit:

Ms. Allison Pellerin

Environmental Compliance Manager
Lafayette Consolidated Government
apellerin{@lus.org

Mr. Steve Hoss
Environmental Compliance Supervisor
Lafayette Consolidated Government

shoss@lus.org

Ms. Cheryl Easley, ES-Senior
Enforcement Division - OEC

Mr. Robert Freeman, Regional Manager
Acadiana Regional Office - OEC
Robert. Freeman@LA.GOV '

Ms. Joette Kenaley, ES Manager
Enforcement Division - OEC
Joette. Kenalev@LA.GOV

J. Kilren Vidrine, ES-Staff

Water Permits Division - OES

10-Biosolids

Pubhc Parficipation
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SEWAGE SLUDGE & BIOSOLIDS REPORTING FORM for CLASS B BIOSOLIDS

| ,
| DEQ

Please fill out the 10 page form completely and mail the completed 10 page form to:

Louisiana Department of Environmental Quality
Office of Environmental Services
Water Permits Division

P.O. Box 4313
Baton Rouge, Louisiana 708214313
Name of Facility: | Contact Person: |
Agency Interestt: | Contact Telephone Number: |
Permit#: E-mail Address:
TEMPO Identification#: Transporter/Hauler Registration#: |

Physical Address of Sewage Sludge Treatment Facility:

Physical Address of Class B Biosolids Land Application Site:

(1) DATE OF REPORT:

(2) REPORTING PERIOD: From: ‘ To:

3) TYPE OF MATERIAL: Indicate the Type of Material, annual amount received (prior to the material being
prepared) and the annual amount prepared that was accepted and prepared at your facility for the Reporting Period
indicated in Number (2} above (Check all that applies):

Sewage Sludge J Amount Generated/Received: Units:
Amount Prepared: Units:
Amount Land Applied: Units:
Domestic Septage ] Ameount Generated/Received: Units:
Amount Prepared: Units:
Amount Land Applied: ~ Units:
Portable Toilet Waste ] Amount Generated/Received: _ Units:
Amount Prepared: X Units:
Amount Land Applied: Units:
Grease Waste (] Amount Generated/Received: ' Units:
- Amount Prepared: Units:
Amount Land Applied: Units:

C) TOXICITY CHARACTERISTIC LEACHING PROCEDURE (TCLP): [J PASS [] FAIL
(NOTE: Records of the Results of Laboratory Analysis for TCLP shall be kept on file at a protective and easily
accessed location at the sewage sludge or sanitary wastewater treatment facility. The records shall be furnished
and/or made readily available to the Administrative Authority or DEQ personnel upon request.)

(5)  POLYCHLORINATED BIPHENYLS (PCB): (NOTE: Check all the boxes that apply.)

mg/kg of Total Solids (dry weight basis)?

[J The results of the PCB Laboratory Analysis are less than 10 mg/kg of Total Solids (dry weight basis)?

(NOTE: Results of Laboratory Analysis for Total PCB shall be kept on file at a protective and easily accessed

location at the sewage sludge or sanitary wastewater treatment facility.)

Form—7215 ..ng

PO 10 1Y

11/20/07
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(6) MONITORING FREQUENCY:
Indicate the Monitoring Frequency as stated in the Permit;

[] OncerYear ] Once/Quarter [ OncesSixty Days  [] Once/Month

(7) POLLUTANTS:

Indicate the treatment level for the pollutants in the Class B Biosolids and furnish the information required after each
selection: -

[] Table 1: POLLUTANTS - Ceiling Concentrations and Table 2: POLLUTANTS- Cumulative Pollutant
Loading Rates

Furnish the information in Tables 1 & 2 below.

Furnish the information in LAC 33:1X.7303.J.2.d.ii if ninety (90) percent or more of any of the Cumulative
Pollutant Loading Rates are reached at a land application site (Calculate the Cumulative Pollutant Loading Rate
for the Land Application Site utilizing Appendix A: Worksheet for the Trackmg of “Cumulative Pollutant
Loadmg Rate” that is provided at the end of this form.).

(] Table 1: POLLUTANTS - Ceiling Concentrations and Table 3: POLLUTANTS Pollutanl
Concentrations

Furnish the information in Table 3 below.

(] Table 1: POLLUTANTS - Ceiling Concentrations and Table 4: POLLUTANTS - Annual Pollutant
Loading Rate

Furnish the information in Tables 1 & 4 below. NOTE: Table 4 of LAC 33:1X.7303.E must only be utilized if
the Biosolids are sold or given away in a bag or other container for land application purposes. Additionally, the
“Annual Whole Biosolids Application Rate” must be submitted with this Form. The procedure used to determine
the “Annual Whole Biosolids Application Rate” is presented in LAC 33:1X.7397 - Appendnx K.

Enter the results of the Laboratory Analysis for each pollutant listed in the applicable Tables below for the required month
or months of sampling and analy5|s indicated in the permit:

MONTHS "Table 1: POLLUTANTS - Ceiling Concentrations
(TABLE 1 of LAC 33:1X.7303.E)
NOTE: Results must be in nlg,/kg on a dry weight basis

Arsenic | Cadmium | Copper Lead Mercury | Molybdenum Nickel Selenium Zinc

January

February . r

' March

April

May

June

July

Auggst

September

October

Naovem bBer

Tvoveimopur

December

= TI31 & 1
FUHn 721 Ul z

09/19/08
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MONTHS * Table 2: POLLUTANTS - Cumulative Pollutant Loading Rates
. (TABLE 2 of LAC 33:1X.7303.E)
NOTE: Results must be in kg/hectare

Arsenic Cadmium Copper Lead Mercury Nickel Selenium Zinc

January

February

March

April

May

\ June

July

August

September

Oclober

November

December

MONTHS Table 3: POLLUTANTS - Pollutant Concentrations
(TABLE 3 of LAC 33:1X.7303.E) .
NOTE: Results must be in mg/kg on a dry weight basis

Arsenic | Cadmium | Copper Lead Mercury Nickel Selenium . Zine

January

February

March

April

May

June .

July

August

September

October

November : ] .

December

MONTHS Table 4: POLLUTANTS - Annual Pollutant Loading Rates
(TABLE 4 of LAC 33:1X.7303.E)
NOTE: Results must be in kg/hectare per 365-day period

Arsenic Cadmium Copper " Lead Mercury Nickel Selenium Zinc
January

February

March

April

May

June

July

August

September

October

November

December

Form_7215 r01 3

09/19/08




LDEQ-EDMS Document 38222559, Page 6 of 56

(8) PATHOGENS:

Indicate the Alternative utilized to meet the Class B Pathogen levels and maintain or submit the required information for
each Alternative selected:

[] Alternative ]: Pathogen Testing
a. Indicate the Pathogen Reporting Unit for the results provided in the table entitled “Pathogens” below:
) Colony Forming Units [J Most Probable Number

b. Indicate in Table 5 below entitled “Pathogens”, the Geometric Mean of seven (7) representative samples taken for the
required month or months of sampling and analysis indicated in the permit.

MONTHS: Table 5: PATHOGENS
{Geometric Mean of seven representative samples)

Pathogen Reading (Count) Reporting Unit (CFU or MPN)

January
February

March
April
May
June
July
August
September
October
November
December

[] Alternative 2 Processes to Significantly Reduce Pathogens (PSRP)
Indicate the PSRP utilized to attain the Class B Pathogen levels by checking all the boxes that apply:

[J Aerobic Digestion — Records for “Number of Days” of aerobic treatment and for “temperature” during
aerobic treatment shall be kept on file at a protective and easily accessed location at the sewage sludge or sanitary
wastewater treatment facility. The records shall be furnished and/or made readily available to the Administrative
Authority or DEQ personnel upon request.

{_1 Air Drying ~ Records for the “Number of Months” of air drying and for the “temperature” during these
months shall be kept on file at a protective and easily accessed location at the sewage sludge or sanitary
wastewater treatment facility. The records shall be furnished and/or made readily available to the Administrative
Authority or DEQ personnel upon request.

] Anaerobic Digestion - Records for “Number of Days” of anaerobic treatment and for “temperature” during
anaerobic treatment shall be kept on file at a protective and easily accessed location at the sewage sludge or
sanitary wastewater treatment facility. The records shall be furnished and/or made readily available to the

I Within-vessel [ Static aerated pile (] Windrow

n

Form—7215_101 |
8

09/19/0
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* Records for “Number of Days™ of composting and for “temperature” during composting shall be kept on file at a
protective and easily accessed location at the sewage sludge or sanitary wastewater treatment facility. The
records shall be furnished and/or made readily available to the Administrative Authority or DEQ personnel upon
request.

] Lime Stabilization

Provide the information reques{ed in Table 6: Time and pH lnformatlon for the samp]mg time required in the
permit:

MONTHS Table 6:Time and pH Information
Beginning Time of Lime Stabilization Time of pH Reading pH Reading (°F)

January

February

March:

April

May

June

July

August

September

Qctober

November

December

[[] Alternative 3: Sewage Sludge that is treated by a process that is equivalent to a PSRP (A process approved by the
EPA Pathogen Equivalency Committee.).

When this option is chosen for permitting purposes, any additional information necessary 1o demonstrate Class B
Pathogen attainment will be indicated here by the Administrative Authority on a case by case basis based upon
equivalency requirements and as required as a part of the permit.)

(9) VECTOR ATTRACTION REDUCTION:

Select all of the methods utilized at this facility to demonstrate Vector Attractlon Reduction and provide the requested
. information:

(a) [ Volatile Solids Reduction
Select One > [_] Aerobic Digestion  [] Anaerobic Digestion .
Was Volatile Solids reduced by at least 38%?

[0 YES-> If “YES”, provide the information requested in Table 7: Volatile Solids Reduction for the
sampling periods required in the permit:

Form_7215 101 5

09/19/08
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MONTHS

Table 7: Volatile Solids Reduction

Volatile Solids Reading prior to
Treatment

Volatile Solids
Reading after
Treatment

Volatile Solids
Reduction (%)

January

February

March

April

May

June

July

August

September

October

November

December

[CJNO > If“NO”, provide the information requested in Table 8: Volatile Solids Reduction - Sub-
sample in Laboratory for the sampling periods required in the permit:

MONTHS Table 8: Volatile Solids Reduction — Sub-sample in Laboratory
Initial Volatile Solids | Number of | Volatile Solids | Further Volatile Solids Reduction Reading
Reading after Days Reading afier (%)
Treatment Sampled in further
Laboratory | reduction of a
sample in the
Laboratory
January
February
March
April
May
June
July
August
September "
October
November
December
|
\
|
:
Form_7215 10} 6
09/19/08




LDEQ-EDMS Document 38222559, Page 9 of 56

(b) [] Specific Oxygen Uptake Rate (SOUR)
>
Provide the information requested in Table 9: SOUR TEST for the sampling periods required in the permit:

MONTHS Table 9: SOUR TEST
[milligramst/hrlgram of total solids (dry weight basis)]
‘SOUR . Temperature
(Reading) (°C)
January '
February
March
April
May
June
July
August
September
October
November
December
(c) ] Aerobic Treatment
| . Provide the information requested in Table 10: AEROBIC TREATMENT for the sampling periods required in
| ' the permit:
MONTHS Table 10: AEROBIC TREATMENT
Number of Days of Minimum Maximum Average Temperature
Acrobic Treatment Temperature Temperature Reading (°C)
Reading (°C) Reading (°C) <
January
February
March
April
May e
June '
July
August
September
October
November
December
Form_7215_r0] 7




LDEQ-EDMS Document 38222559, Page 10 of 56

(d) (J Alkaline Treatment

Provide the information requested in Table 11: ALKALINE TREATMENT for the sampling periods required
in the permit:

MONTHS

Table 11: ALKALINE TREATMENT
Enter Time and Date | Enter 1¥
of 1* pH Reading pH
(At 2 hours afler
initial treatment)

Enter-the Time and
Date at Initial
Alkaline Treatment

Enter Time and Enter 2™

Date of 2™ pH pH Reading
Reading Reading .

(22 hours afier

. initial treatment)
Januvary

February
March
April
May
June

July

August
September
October
November
December

(e) [] Percent Solids

Is the sewage sludge subjected to any type of treatment after removal (wasted) from the sanitary wastewater

treatment process? (Check cither the Box labeled as “YES” or the Box labeled as “NO” and Provide the
information requested;)

[] YES Indicate the type of treatment process:

Provide the information requested in Table 12: PERCENT SOLIDS — Stabilized Solids for the
sampling periods required in the permit.

MONTHS

Table 12: PERCENT SOLIDS — Stabilized Solids
Moisture Content Total Solids

Percent Solids
January

February
March
April
May
June
July

Au&ust

September ‘
October
November

™ 1
LDECEITIDET

o L Lo - ¥ |
U 72570 Tug

< o
09/19/08 i
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] NO - Provide the information requested in Table 13: PERCENT SOLIDS — Unstabilized Solids for
the sampling periods required in the permit,

‘ MONTHS Table 13: PERCENT SOLIDS - Unstabilized Solids
Moisture Content Total Sclids Percent Solids

January
February
March
April
May

June

July
August

September
October
November

December

(f) ] Injection of Biosolids -

Records for each Biosolids Land Application Site on “Beginning Time of Injection of the Biosolids into the Soil”
and on “Ending Time of Injection of the Biosolids into the Soil” shall be kept on file at a protective and easily
accessed location at the sewage sludge or sanitary wastewater treatment facility. The records shall be furnished
and/or made readily available to the Administrative Authority or DEQ personnel upon request.

(g) [] Incorporation of Biosolids

. Records for each Biosolids Land Application Site on “Beginning Time of the Land Application of the Biosolids”
and on “Time of Incorporation of the Biosolids into the Soil” shall be kept on file at a protective and easily
accessed location at the sewage sludge or sanitary wastewater treatment facility. The records shall be furnished
and/or made readily available to the Administrative Authority or DEQ personnel upon request.

(10) SOIL TESTING REQUIREMENTS: If a Soil Testing Program is utilized as :a. substitution for a Full Nutrient
Management Plan as allowed by LAC 33:1X.7303.D.4.b., enter the results for each parameter in Table 14 for the month

the sample or samples were taken for each permitted land application site (Make additional copies of Table 14 if
necessary.): '

MONTHS Table 14: Soil Nutrient Samplingﬁample for each Land Application Site)
Name of Site:
Total Kjeldahl nitrogen | Total nitrates Total nitrites Total phosphorus Total potassium pH

January
February

March
April
May
June
July

August
SeplgLn'E.er

~ 1
UT10DCT

MNovember

December

4y

i »d
rami_71.Z21

Z
09/15/08
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an GERTIFICATION STATEMENT, SIGNATURE, AND DATE OF SIGNATURE:

Insert the “Certification Statement(s) from G.2.f of Part Il of your Sewage Sludge and Biosolids Use or Disposal permit
and Sign and Date below: '

Signaﬁre: Date signed:

Form_7215 101 10
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DRAFT

DRAFT PERMIT NUMBER: LASS020125
AGENCY INTEREST NUMBER: AI 20125
TEMPO NUMBER: PER20080001

LOUISIANA
OFFICE OF ENVIRONMENTAL SERVICES

Sewage Sludge and Biosolids Use or Disposal Permit

Pursuant to the Louisiana Environmental Quality Act, as amended (La. R. S. 30:2001 et seq.), rules and
regulations effective or promulgated under the authority of said Act, and in reliance on statements and
representations heretofore made in the application, a Louisiana Sewage Sludge and Biosolids Use or Disposal
Permit is issued authorizing
- Lafayette Consolidated Government
P.O. Box 4017-C
Lafayette, Louisiana 70502

Type Facility: Publicly Owned Treatment Works (POTW) - Preparer of Sewage Sludge & Land Applier of a Class B
Biosolids

Location: The preparation/treatment facilities are located at:
South Plant — 221 West Bayou Parkway, Lafayette, Lafayette Parish
Ambassador Caffery Plant — 4112 Ambassador Caffery Parkway, Lafayette, Lafayette Parish
.East Plant — 144 Judy Street, Lafayette, Lafayette Parish
Northeast Plant — 1201 Lalaunie Road, Lafayette, Lafayette Parish

to prepare sewage sludge for subsequent land application of a Class B Biosolids for Beneficial Use in accordance
with the conditions set forth in Parts I, 11, ITI, & TV of this permit, attached hereto.

This permit shall become effective on
This permit shall expire five (5) years from the effective date of the permit.

Issued on

DRAFT

1e17y pnnier Nolan

Assistant Secretary
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[

LAFAYETTE CONSOLIDATED GOVERNMENT BIOSOLIDS PROGRAM

AN

| . AGENCY INTEREST NUMBER: Al 20125

DRAFT PERMIT NUMBER: LASS020125

TEMPO ID NUMBER: PER20080001

Part 1
Description of Preparation Facility and Use or Disposal Practice

The authorization to prepare sewage sludge at the facilities owned and operated by the Lafayette
Consolidated Government described in Table I-1 as follows:

201 South wwTp | 231 West S Bayou P“”‘“’ay’ Aecrobic Digestion- Class B
Lafayette
Ambassador 4112 Ambasssador Caffery e
202 Caffery WWTP | Parkway, Lafayette Anaerobic Digestion Class B
203 East WWTP 144 Judy Street, Lafayette Anaerobic Digestion Class B
204 Northeast WWTP 1201 LaJaunie Road, Alkaline Treatment Class B
_ Lafayette _

The Class B Biosolids are then land applied at the agrlcu[tural land application sites described in

Table'1-2 as follows:

S581-85:
Cenac/Terry
Manuel Site

30°20° 00"

ﬁ‘éTABl PR 2

92°02° 00"

94

Lafayeite

554-85: Ned
Guilbeau Site

30°02° 307

91° 59" 45"

31

Vermilion

556-85: Alton
Leblanc/Lafayette
‘School Board Site

30°15° 45

92° 09" 45"

15,16,21

98

3E

Lafayette

Treatment Plant
Site

337-85: Northeast

30°17 007

91° 58" 15"

8,9,43,51

9s

SE

Lafayette

558-89: Sagness
Girouard Site

30°10° 15”

91°56" 10"

14,23, 44,
1,93

108

SE

Lafayette

4,2
45,6
95

2

4
, 93,
6

Q
P

1 S89-94:

NAn N gen

rRichard/Landry

88,89

LN

SE

Lafayette

Page 1 of 28

o
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LAFAYETTE CONSOLIDATED GOVERNMENT BIOSOLIDS PROGRAM
AGENCY INTEREST NUMBER: Al 20125 TEMPO ID NUMBER: PER20080001

DRAFT PERMIT NUMBER: LASS020125

Part 11
Specific Conditions

A. General

1. This Sewage Sludge and Bioschids Use or Disposal Permit applies only for the preparation of
sewage sludge into a Class B Biosolids for the beneficial use of the Class B Biosolids through Land
Application.

2. The permittee shall prepare the sewage sludge and land apply the Class B Biosolids in accordance
with the provisions set forth in this permit and all other applicable State regulations pertaining to the
use or disposal of sewage sludge to protect public health and the environment from any reasonably
anticipated adverse effects due to any toxic pollutants that may be present in the sewage sludge.

3. Failure to prepare the sewage sludge and land apply the Class B Biosolids in accordance with the
Act, the Louisiana Administrative Code, the applicable parts of Title 33, Part IX, or this Sewage
Sludge and Biosolids Use or Disposal Permit shall constitute a violation which will subject the
Permittee to the possible enforcement action including but not limited to the imposition of civil
penalties and to the possible suspension or revocation of this Sewage Sludge and Biosolids Use or
Disposal Permit.

4. The preparation of sewage sludge and subsequent land application of the Class B Biosolids through
any practice for which requirements have not been established in this Permit will constitute a violation

" of this Permit.

5. The introduction of sewage sludge that is mixed with grease-that was pumped orrcollected froma
Food Service Facility into any part of a treatment works, including its coltlection system, is prohibited.

B. Preparation Facility

1. Operations and Maintenance Manual

a. The Facility Operations and Maintenance Manual shall be updated as needed and kept on-site and
readily available to employees and, if requested, to the administrative authority or his/her duly
authorized representative.

b. The Facility Operations and Maintenance Manual must describe, in specific detail, how the sewage
| i I ication pr CAta

)

Page 2 of 28
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LAFAYETTE CONSOLIDATED GOVERNMENT BIOSOLIDS PROGRAM
AGENCY INTEREST NUMBER: Al 20125 ' TEMPO ID NUMBER: PER20080001

DRAFT PERMIT NUMBER: LASS020125

e Site and project description;

o Regulatory interfaces;

e Process (preparation) management plan;

* Pollutant reduction in the sewage sludge;

e Control of stormwater run-on and runoff;

» Collection and treatment of all washdown water and leachate;

» Pathogen treatment and vector attraction reduction plan;

¢ QOdor management plan;

»  Worker health and safety management plan;

¢ Housekeeping and nuisance management plan;

* Emergency preparedness plan;

» Security, community relations, and public access plan;

* Regulated chemicals (list and location of regulated chemicals kept on-site);
* Monitoring, sampling, recordkeeping, and reporting procedures

Product distribution records;

Site application records;

Description of how the land application management practices are met.
Description of how the land application site and soil restrictions are met.
Operator certification; and

Administration of the operations and maintenance manual.

2. Operational Standards

a. The facility must include a receiving area, preparing areas, and truck wash area that are located on
surfaces capable of preventing groundwater contamination (periodic inspections of the surface shall be
made to ensure that the underlying soils and the surrounding land surface are not being contaminated).

b. All washdown, supernatant, leachate, and other contaminated wastewater associated with the sewage
sludge preparation process shall be collected and transported or piped to one of the Lafayette
Consolidated Government’s Wastewater Treatment Facility.

c. All sewage sludge preparation areas shall be protected from any stormwater runoff. 1f necessary,
any stormwater and leachate generated at the preparation area shall be collected and properly treated

prior to any discharge onto the land surface.

d. Provisions shall be made for the daily'cleanup of the facility, including equipment and sewage

sludge and Biosolids handling areas.

o e

€. Sufficient eqmpment shall be provmed and maintaincd at the IaClllty fo meet operational needs.

Page 3 of 32
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LAFAYETTE CONSOLIDATED GOVERNMENT BIOSOLIDS PROGRAM
AGENCY INTEREST NUMBER: Al 20125 TEMPO ID NUMBER: PER20080001

DRAFT PERMIT NUMBER: LASS020125

3. Odor Management

~

a. The production of odor shall be minimized.

b. Any processed air produced at the preparation/treatment facility and other sources of odor shall be
contained and, if necessary, treated in order to remove odor before discharging to the atmosphere.

C. Haza_rdous Sewag_e Sludge

1. This Permit does not establish requirements for the use or disposal of sewage sludge that is
hazardous under 40 CFR Part 261 and/or LAC 33:Part V. o

2. The permittee must take all steps to assure that any material prepared with sewage sludge is non-
hazardous in accordance with 40 CFR Part 261 and/or LAC 33:Part V. :

D. Sewage Sludge with High PCB Concentration

This Permit does not establish requirements for the use or disposal of sewage sludge witha -
concentration of polychlorinated biphenyls (PCBs) equal to or greater than 50 milligrams per kilogram
of total solids (dry weight basis).

E. Land Application

|
~

1. Pollutant Concentrations -

a. Class B Biosolids shall not be applied to any of the Lafayette Consolidated Government Land
Application sites if the concentration of any pollutant in the Class B Biosolids exceeds the ceiling
concentration indicated for the pollutants listed in Table.II-1 below.

Arsenic : 75
Cadmium 85
Copper . , 4300
Lead ' 840
Mercury 57
Molybdenum 75
Nickel . 420
Selenium 100
Zinc 7500
'Dry weight basis
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b. The concentration for each pollutant in the Class B Biosolids shall not exceed the concentration for
the pollutants in Table II-2 below prior to land application at the Lafayette Consolidated Government
.Land Application sites.

Arsenic 4]
Cadmium . 39
Copper 1500
Lead 300
Mercury ’ 17
Nickel 420
Selenium 100
ch 2800
Dry weight ba51s

2'. Pathogens

Pathogen reduction requirements shall be achieved through the Class B Alternatives indicated for each
Lafayette Consolidated Government Facility listed in Table 11-3 below:

Reses “-;uw ~:-—-—\'1

AR x»,}‘»*r“ MT.-\BIE,II3,@;¢

South Wastewater Treatment Plant Altematwe l - As allowed by LAC 33 IX 7309 C.2.b.

East Wastewater Treatment Plant Alternative 2 - As allowed by LAC 33:1X.7302.C.2.c
Ambassador Caffery Wastewater Treatment Plant aqd as _described at LAC 33:1X.7399.A.3 for Anaerobic
Digestion.
Alternative 2 - As allowed by LAC 33:1X.7302.C.2.¢c
Northeast Wastewater Treatment Plant and as described at LAC 33:1X.7399.A.5 for Lime
: Stabilization.

3. Vector Attraction Reduction

Vector Attraction Reduction requirements shall be achieved through the Procedure indicated for each
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Specific Oxygen Uptake Rat_e (SOUR Test) - The
Specific Oxygen Uptake Rate of the sewage sludge
South Wastewater Treatment Plant shall be equal to or less than 1.5 milligrams of oxygen
per hour per gram of total solids (dry weight basis) at
a temperature of 20° C (68° F).
Alkaline Treatment - The pH of the sewage sludge
shall be raised to 12 or higher by a one-time alkali
addition and will remain at 12 or higher for an
additional two hours without further alkali addition.
The pH of the sewage sludge shall remain at 11.5 or
higher for an additional 22 hours.
Volatile Solids Reduction ~ The mass of volatile
East Wastewater Treatment Plant solids in the sewage sludge shall be reduced by a
minimum of 38%. When the 38 percent volatile
solids reduction cannot be met for an anaerobically
digested sewage sludge, vector attraction reduction
can be demonstrated by digesting a portion of the
previously digested sewage sludge anaerobically in
the laboratory in a bench-scale unit for 40 additional
Ambassador Caffery Wastewater Treatment | days at a temperature between 30" C (86° F) and 37°C
Plant (98.6° F). When, at the end of the 40 days, the volatile
: solids in the sewage sludge at the beginning of that
pericd is reduced by less than 17 percent, vector
attraction reduction is achieved.

Northeast Wastewater Treatment Plant

~

4. General and Other Management Practices

a. The Class B Biosolids applied at the Lafayette Consolidated Government Land Application sites
shall only be applied at a whole Biosolids application rate that is equal to or less than the Agronomic
Rates.

b. The Class B Biosolids shall be applied to the land in accordance with the slope requirements in
Table 11-5 below at the Lafayette Consolidated Government Land Application sites:
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R ;.::;,I%z'*ﬁa »::t.‘;ij]ope leltatlons M :
0-3 None except drainage to prevent standing water shall be
provided.
A 100-foot vegetated runoff area should be provided at the
3-6 down slope end of the application area if a liquid is applied.

| ) _ Measures should be taken to prevent erosion.,

| Liquid material must be injected into the soil. Solid material
must be incorporated into the soil if the site is not covered with
vegetation. A 100-foot vegetated runoff area is required at the
6-12 down slope end of the application area for all applications.
Measures must be taken to prevent erosion. Terracing may be
required if deemed a necessity by the administrative authority to
prevent runoff from the land application site and erosion.
‘Unsuitable for application unless terraces are constructed and a
200-foot vegetated buffer area with a slope of less than 3
percent is provided at the down slope edge of the application
>12 area and the material is incorporated (solid material} and
injected (liquid material) into the soil. Measures must be taken
to prevent runoff from the land application site and to prevent:
erosion.

. ¢. Class B Biosolids having a concentration of PCBs equal to or greater than 10 mg/kg of total solids
(dry wt.) must be incorporated into the soil regardless of slope.

d. Class B Biosolids shall only be applied at a distance that is greater than 300 feet from a Private
Potable Water Supply at any of the Lafayette Consolidated Government Land Application site.

e. Class B Biosolids shall only be applied at a distance that is greater than 300 feet from a Public
Potable Water Supply (Includes a ground water well, surface water intake, treatment plant, elevated

storage, and ground storage tank.) at any of the Lafayette Consolidated Government Land Application
sites.

f. Class B Biosolids shall only be applied at a distance that is greater than 100 feet from a property
boundary at any of the Lafayette Consolidated Govermnment Land Application sites.

g uass B Biosolids shall be applied at a drstance that s greater than 200 feet from an established

mmen pplication sites that were permitte

under the Solid Waste Beneficial Use Biosolids Permit that was 1ssued on October 6, 2005. For all

new or future Lafayette Consolrdated Government Land Apphcanon sites, the Class B Biosolids shall
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h. Class B Biosolids shall be applied at a distance that is greater than 200 feet from an occupied
residential home or structure at any of the Lafayette Consolidated Government Land Application sites
that were permitted under the Solid Waste Beneficial Use Biosolids Permit that was issued on October
6, 2005. For all new or future Lafayette Consolidated Government Land Application sites, the Class B
Biosolids shall be applied at a distance that is greater than 500 feet from an occupied residential home
or structure.

i. Class B Biosolids shall not be applied to any of the Lafayette Consolidated Government Land
Application Sites during the months of December through March when the water table is less than or at
two feet below the soil surface or some form of monitoring device shall be provided to ensure that the
annual high water table is greater than two feet below the soil surface during a land application event.

j- For each of the Lafayette Consolidated Government Land Application site, the following must be
reviewed and, if necessary, reestablished or recalculated on an annual basis; or, if double cropping is
practiced, prior to each crop being planted:

. » Agronomic Rate determination
» Spreading/Application rate determination

k. Class B Bioselids shall not be applied to any of the Lafayette Consolidated Government Land
Application sites if the Class B Biosolids is likely to adversely affect a threatened or endangered
species listed under Section 4 of the Endangered Species Act or its designated critical habitat.

1. Class B Biosolids shall not be applied to any of the Lafayette Consolidated Government Land
Application site if the site is flooded, frozen, or snow-covered so that the Class B Biosolids enters a
wetland or other waters of the state, except as provided in a penmt issued in accordance with Section
402 or 404 of the CWA.

m. Class B Biosolids shall not be applied 33 feet (10 meters) or less from any waters of the state at any
of the Lafayette Consolidated Government Land Application sites, unless otherwise specified by the
permitting authority.

n. Class B Biosolids shall not be applied to any of the Lafayette Consolidated Government Land
Application sites if the Class B Biosolids would affect a property that either is listed on, or is eligible
for listing on, the National Historic Register.

5. Site Restrictions

the land surtace shall nof be harvested tor ]4 months atter apphcatlon of Blosohds
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b. Food crops with harvested parts below the surface of the land shall not be harvested for 20 months
after application of Class B Biosolids when the Class B Biosolids remains on the land surface for four
months or longer prior to incorporation into the soil.

c. Food crops with harvested parts below the surface of the land shall not be harvested for 38 months
after application of Class B Biosolids when the Class B Biosolids remains on the land surface for less
than four months prior to incorporation into the soil.

" d. Food crops, feed crops, and fiber crops shall not be harvested for 30 days after application of

Biosolids.

e. Turf grown on land where Class B Bigsolids are applied shall not be harvested for one year after
application of the Class B Biosolids when the harvested turf is placed on either land with a high
potential for public exposure or a lawn, unless otherwise specified by the permitting authority.

f. Animals shall not be grazed on the land for 30_ days after application of Class B Biosolids.

g. Public access to land with a high potential for public exposure shall be restricted for one year after
application of Class B Biosolids.

h. Public access to land with a low potential for public exposure shall be restricted for 30 days after
application of Class B Biosolids.

i. Signs shall be posted at all entrances to the Class B Biosolids Land Application Site having at the
minimum the following information:

« Name of Land Application Site or Facility
e Wording that indicates that the area is a Biosolids Land Application Site
e Emergency contact telephone numbers.

6. Odors

a. The production of odors at each of the Lafayette Consolidated Government Land Application sxtes :
shall be controlled or minimized.

b. In order to control and/or abate odors, w1th the cooperatlon of the farm operator, the Class B liquid

surface).
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F. Monitoring and Sampling & Analysis

1. Monitoring

a. Monitoring of the Lafayette Consolidated Government preparation/treatment processes shall be
performed as indicated in Table 11-6 below:

1. Dally .Dlssolved Oxygen Concentratlon

2. Mean Cell Residence Time of the sewage sludge in the aerobic digester

3. Daily logs showing that the proper Temperature was maintained for a
| sufficient period of time in the aerobic digester {continuous charts or two
-readings per day, at least one per shift)

201 South WWTP

NOTE: Values for Mean Cell Residence Time and Temperature shall be
, between 40 days at 20°C {68°F) and 60 days at 15°C (59°F).

Ambassador 1. Mean Cell Residence Time and of the sewage sludge in the anaerobic
Caffery WWTP . | digester

202

2. Daily logs showing that the Temperature was maintained for a sufficient
period of time (continuous charts or two readings per day, at least one per
shift)

203 East WWTP :
' NOTE: Values for Mean Cell Residence Time and Temperature shall be
between 15 days at 35°C (95°F) to 55°C (131°F) and 60 days at 20°C
(68°F).

1. The pH value of the sewage sludge immediately after the addition of
alkali material.

2. Theréaﬁer, without the further addition of alkali material, the pH value
204 Northeast WWTP of the sewage sludge as per one of the following:

a. on a continuous basis up to and including 23 hours afier the
addition of alkali material; or,

b. at 2 and 23 hours after the addition of the alkali material

Page 10 of 32
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b. The information obfained for the monitoring requirements in Table II-6 above shall be:
i. retained for the life of the permit,
ii. kept at the fac‘ility ina s'ecux.fe, dry, and easily accessed location; and,
iil. readily available to the administrative authority or DEQ personnel upon request.

2. Sampling & Analvysis

a. The permittee shall sample and analyze representative samples of the untreated sewage sludge and
of any material, except Agricultural Grade Lime, that is to be added, blended, or mixed with the
‘sewage sludge during the preparation of the Class B Biosolids from each
generation/preparation/treatment facility listed in Table I-1 of Part I of this permit for the parameters
listed and at the frequency indicated in Table I11-7 below..

Metals (As, Ba Cd, Cr, Pb Se, Ag)
Hg
Volatile Organics

Semi-Volatile Organics Once/Year
Pesticides
Herbicides

PCB (Total) , Once/Year

Y Any material, e.xcept Agricultural Grade Lime, that is to be added, blended, or mixed with the
sewage sludge must be sampled and tested prior to adding, blending, or mixing with the sewage
sludge.

b. The permitiee shall sample and analyze representative samples of the Class B Biosolids prepared by
the Lafayette Consolidated Government at each of the generator/preparation/treatment facilities listed

in Table I-1in Pan I of this perrmt for the parameters l]Sth in and at the frequency indicated in Table
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]

kL Biosolid§ Samlm rRequirements &s 5 o

Arsenic
Cadmium
Copper

Lead
Mercury
Molybdenum
Nickel
Selenium
Zinc
Pathogens
Specific Oxygen Uptake Rate
Total Solids

All ’ All

Once/Quarter (4 times/year)

W =00 Bt b=

201 South WWTP

202 Ambas;iz;a%}? affery Volatile Solids Reduction

203 East WWIP Total Solids
204 Northeast WWTP pH

[ pr—

d. The permittee shall sample and analysis the soils at each of the Lafayette Consolidated Government
Land Application sites listed in Table I-2 in Part I of this permit for the parameters listed in Table 11-9:

e TE.;"*?;:% R A E TABLELLL9YE

i PX‘RA“ﬁ’iEﬁRSaTOLSAMPLE%w g
RN B e R T A

1. Total Kjeldahl nitrogen - Once/Year

2. Total nitrates

3. Total nitrites Or

4. Total phosphorus

5. Total potassium If double cropping is practiced, prior
6. pH to the planting of each crop.

3. All samples and measurements taken for the purpose of laboratory analysis shall be representative

of the monitored activity and shall be in accordance with the methods referenced in LAC 33:1X.7301.1.

Page 12 of 32
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G. Recordkeeping and Reporting

1. Recordkeeping

a. The laboratory results for the parameters in Tables II-7, II-8, and 11-9 of this permit shall be retained
for the life of the permit.

b. The following information must be recorded for each land application event and the information
retained indefinitely:

¢ The location, by physical address and latitude and longitude, of each site on which the bulk
Class B Biosolids is applied.

e The number of acres (or hectares) in each site on which the bulk Class B Biosolids is applied.
e The date the bulk Class B Biosolids is applied.
» The amount of bulk Class B Biosolids that is applied at each site on each day of application.

" ¢. The permittee shall create and maintain records of monitoring and sampling and analysis
information that shall include:

the date, exact place, and time of sampling or measurements;
the individual(s) who performed the sampling or measurements
the date(s) analyses were performed,;

the individual(s) who performed the analysis;

the analytical techniques or methods used; and,

the results of such analysis.

2. Reporting
a. The permittee shall submit reports to the administrative authority as indicated below:

i. The annual amount of sewage sludge generated at the fac11:ty shall be reported on February 28" of
each year.

i1. The annual amount of sewage sludge that is prepared into a Class B Biosolids shal! be reported on

February 28™ of each year.
11i. The annual amount of Class B Biosoli i i th :
each vear. ' ;

iv. For the parameters listed in Tables I1-7 and 11-9 of this permit, the reporting shall be once per year
on or before February 28™. <
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v. For the parameters listed in Tables 11-8 of this permit, the reporting due date is as indicated in Table
11-10 below: *

i‘f’ting,"ﬁLand__ A ppllcatlonr{
rced

“MonitoFing!Petio

Lo bk (Once per Quarter);

January, February, March
|
\
|

April, May, June August 28
July, August, September Febroary 28

October, November, December
'Separate reports must be submitted for each monitoring periocd.

| .
; vi. The following certification statements in shall be a part of each report required in G2.a.i - G2.a.v of
| Part II of this permit:

“I certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage
the system, or those persons directly responsible for gathering the information, the information
submitted is, to the best of my knowledge and belief, true, accurate, and complete. I am aware that there
are significant penalties for submitting false information, including the possibility of a fine and
imprisonment for knowing violations.”

"1 certify, under penalty of law, that the information that will be used to determine compliance with the
Class B pathogen requirements of E.2 of Part Il of the permit and the vector attraction reduction
requirements of E.3 of Part II of the permit was prepared under my direction and supervision in
accordance with the system as described in the permit application, designed to ensure that qualified
personnel properly gather and evaluate this information. I am aware that there are significant penalties
for false certification including the possibility of fine and imprisonment."

"I certify, under penalty of law, that the information that will be used to determine compliance with the
General and Other Management Practices in E.4 of Part 1 of the permit and the Site Restrictions in E.5
of Part II of the permit was prepared for each site on which bulk Class B Biosolids are applied under my
direction and supervision in accordance with the system as described in the permit application, designed
to ensure that qualified personnel properly gather and evaluate this information. 1 am aware that there
are significant penalties for false certification including the possibility of fine and imprisonment.”

b. If the permittee monitors any pollutant, in accordance with applicable test procedures specified in
hi it ; bt ed by ] itthen t tts-of thi rorine shall |

reported to the Administrative Authority on the forms specified by the Administrative Authority.
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H. Storage of Sewagé Sludge

1. The storage of sewage sludge shall not exceed a period of six consecutive months unless notification
is submitted to the administrative authority in the form of a demonstration that includes, but is not
Ilmxted to